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TECHNICAL DATA

SIKU S SERIES

PRODUCT DESCRIPTION

• flat, elegant design
• incl. insect protection net
• suitable for wall mounting (screws)
• compatible with Ø 100, 125 or 150 mm air ducts
• Casing and impeller made of high-quality and 
durable UV-resistant plastic

• maintenance-free continuous operation
• including overheating protection
• also available with run-on relay and hygrostat 

Reliable, low-noise and energy-saving small room 
fan in modern design for permanent ventilation 
from sanitary areas, shower rooms, kitchens 
and other living spaces.

MODELS D (MM) B (MM) H (MM) L (MM) L1 (MM)

SIKU 100 S 99 150 120 108 12

SIKU 125 S 123,5 176 140 114 13

SIKU 150 S 147,5 205 165 132 14

MODELS VOLTAGE 
50/60 HZ

POWER 
CONSUMPTION CURRENT NUMBER OF 

REVOLUTIONS AIR FLOW RATE
SOUND 

PRESSURE 
LEVEL AT 3 M

WEIGHT IP

SIKU 100 S 220-240V 14W 0,085 A 2300 min-1 95m3/h 34 dBA 0,59 kg IP34

SIKU 125 S 220-240V 16W 0,1 A 2400 min-1 180m3/h 35 dBA 0,75 kg IP34

SIKU 150 S 220-240V 24W 0,13 A 2400 min-1 292m3/h 38 dBA 0,93 kg IP34

AVAILABLE MODELS PLAIN BEARINGS PACKAGING UNITITEM NUMBER

SIKU 100 S
SIKU 100 S SET (Aluminum tube & external grille)
SIKU 100 ST
SIKU 100 ST SET (Aluminum tube & external grille)
SIKU 100 STH

SIKU 125 S
SIKU 125 ST
SIKU 125 STH

SIKU 150 S
SIKU 150 ST

(Item no. 27522)
(Item no. 30216)
(Item no. 27523)
(Item no. 30217)
(Item no. 27948)

(Item no. 27533)
(Item no. 27907)
(Item no. 27950)

(Item no. 27811)
(Item no. 28018)

12 Pcs
12 Pcs
12 Pcs
12 Pcs
12 Pcs

7 Pcs
7 Pcs
12 Pcs

8 Pcs
8 Pcs

IP34




