
14.2

222

36

22

60

37

14.2

222

36

22

60

37

 15

240

31

19

52

32

23 16 111.0 mm2 45 33 27

35 23 1867 49 41

59 39 29112 82 69

Max. Nr. of connec�ng products by MCB type

Max. Nr. of connec�ng products by through wire cross-sec�on area

1.5 mm2 

2.5 mm2 

According to MCB type & through wire cross-sec�on area, choose 
the mininum number to connect products.

Driver I peak

Driver Tref

6

A
±

2

E min±5

F
±
2

D±2

C±2

E max±5

Description

1900

2700            

4000             

4000

4000

4000

15

21

29

D         

D          

D          

0.8           

1.33          

1.33          

3400

6000            

4000

4000

 24

 43

D         

D         

1.64        

1.67        

8000 4000 57 D       1.73          

Life
100 khrs
     L70

05



!

2Nm

27

24
Switch off the power supply

before installation

Ø 1.0-2.5mm²

830

45

Ø 8-12mm

Knock out for cable entry

a) b)

c) d)  Repeat 2b.1 d, e, f process

2b.2

3/42/4

1

!

2Nm

27

24

Mid- or side - entry (optional)

Knock out for cable entry

b) c)a)

d) e) f)

Switch off the power supply

before installation

Ø 1.0-2.5mm²

830

45

Ø 8-12mm

2b.1

2a

Through Wiring /TW/ (optional)

Ø 20mm

!

2Nm

27

(*) NYM cable is suitable for TW

2

Switch off the power supply
before installation

Ø 1.0-2.5mm²

830

45

Ø 8-12mm

!

2Nm

27

Vertical installation

 

E + 100mm

OPTIONAL ANTI-VANDAL MOUNTING

-

x2

1Nm

1a

a)

Do not tighten the nut

b) c)

x2
x2

x2

d) e)

E + 1
0
0
m

m

-
1Nm

f)

 mandatory!!! 
tighten the nut

x2

1b

a)

Do not tighten the nut

b) c)

x2
x2

x2

d) e)

E + 1
0
0
m

m

-
1Nm

f)

 mandatory!!! 
tighten the nut

x2

(antivandal)

(antivandal)

 

3

4

5

wire suspension 
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