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... Lösungen, die überzeugen

RoHS
Rohr-Kerb-Kabelschuhe

Rohrkabelschuhe standard 90°
• aus Rohr, geglühtes Material • Oberfläche: verzinnt
• Werkstoff: 99,9% Elektrolyt-Kupfer E-CU DIN 40500
• für mehrdrähtige Rundleiter z.B. VDE 0295 Klasse 2
• für rundgedrückte Sektorleiter

Art. Nr. kg/100 VE
290966/90 1,900 240 40
290968/90 1,900 240 40
290970/90 2,100 160 40
290972/90 2,000 160 40

LQ M d2 d1 d4 A v1 v2 l B c1 c2
35 6 6,5 8,5 12,0 17,0 2 1 32,0 17,0 7,5 7,5

8 8,5 8,5 12,0 17,0 2 1 34,0 17,0 10,0 10,0
10 10,5 8,5 12,0 17,0 2 1 37,0 19,0 12,0 12,0
12 13,0 8,5 12,0 17,0 2 1 38,0 21,0 13,0 13,0

290976/90 2,900 160 40
290978/90 2,700 160 40
290980/90 2,900 150 25
290982/90 3,300 100 25

50 6 6,5 10,0 14,0 19,0 2 1 37,0 20,0 10, 10,0
8 8,5 10,0 14,0 19,0 2 1 37,0 20,0 10,0 10,0

10 10,5 10,0 14,0 19,0 2 1 39,0 20,0 12,0 12,0
12 13,0 10,0 14,0 19,0 2 1 43,0 23,0 13,0 13,0

290986/90 4,200 100 25
290988/90 4,300 100 25
290990/90 4,500 100 25
290992/90 5,100 100 25

70 8 8,5 12,0 16,5 21,0 2 1 43,0 23,0 10,0 10,0
10 10,5 12,0 16,5 21,0 2 1 44,0 23,0 12,0 12,0
12 13,0 12,0 16,5 21,0 2 1 46,0 23,0 13,0 13,0
16 17,0 12,0 16,5 21,0 2 1 50,0 28,0 16,0 16,0

290994/90 5,300 100 25
290996/90 5,100 100 25
290998/90 5,200 100 25
291000/90 5,600 60 15
291002/90 6,000 60 15

95 8 8,5 13,5 18,0 25,0 2 1 48,0 26,0 12,0 12,0
10 10,5 13,5 18,0 25,0 2 1 48,0 26,0 12,0 12,0
12 13,0 13,5 18,0 25,0 2 1 49,0 26,0 13,0 13,0
16 17,0 13,5 18,0 25,0 2 1 54,0 28,0 16,0 16,0
20 21,0 13,5 18,0 25,0 2 1 60,0 36,0 22,0 22,0

290006/90 6,200 60 15
290008/90 6,100 60 15
290010/90 6,200 60 15

120 10 10,5 15,0 19,5 26,0 2 1 51,0 28,0 14,0 14,0
12 13,0 15,0 19,5 26,0 2 1 51,0 28,0 14,0 14,0
16 17,0 15,0 19,5 26,0 2 1 54,0 30,0 16,0 16,0

290014/90 7,500 60 15
290016/90 7,300 60 15
290018/90 7,500 60 15
290020/90 8,800 60 12

150 10 10,5 16,5 21,0 30,0 2 1 56,0 31,0 14,0 14,0
12 13,0 16,5 21,0 30,0 2 1 57,0 31,0 15,0 15,0
16 17,0 16,5 21,0 30,0 2 1 58,0 31,0 16,0 16,0
20 21,0 16,5 21,0 30,0 2 1 66,0 36,0 22,0 22,0

291004/90 11,100 40 20
290022/90 11,100 40 20
290024/90 10,700 40 20

185 10 10,5 19,0 24,0 30,0 2 1 65,0 35,0 18,0 18,0
12 13,0 19,0 24,0 30,0 2 1 65,0 35,0 18,0 18,0
16 17,0 19,0 24,0 30,0 2 1 65,0 35,0 18,0 18,0

290028/90 13,700 30 15
290030/90 13,400 30 15

240 12 13,0 21,0 26,0 35,0 4 2 72,0 39,0 21,5 19,0
16 17,0 21,0 26,0 35,0 4 2 72,0 39,0 21,5 19,0

Stoßverbinder, Standard, handelsübliche Normalausführung
• aus Rohr, geglühtes Material • Oberfläche: verzinnt
• Werkstoff: 99,9% Elektrolyt-Kupfer E-CU DIN 40500
• für mehrdrähtige Rundleiter z.B. VDE 0295 Klasse 2
• für rundgedrückte Sektorleiter

Art. Nr. kg/100 VE
291050 0,051 2000 100

LQ d1 d4 v1 v2 GL
0,75 1,3 2,8 1 - 14

291052 0,074 2000 1001,5 1,8 3,3 1 - 14
291054 0,150 2000 1002,5 2,3 4,2 1 - 16
291056 0,195 1000 1004 3,0 5,0 1 - 19
291058 0,350 1000 1006 3,5 6,5 1 - 19
291060 0,558 600 10010 4,5 7,0 1 - 30
291062 0,984 500 5016 5,5 8,5 1 1 35
291064 1,350 200 5025 7,0 10,0 2 1 40
291066 2,150 200 5035 8,5 12,0 2 1 45
291068 3,100 100 2550 10,0 14,0 2 1 50
291070 4,700 50 2570 12,0 16,5 2 1 55
291072 5,600 50 2595 13,5 18,0 2 1 60
291074 6,800 60 15120 15,0 19,5 2 1 65
291076 7,800 40 20150 16,5 21,0 2 1 70
291078 11,700 30 5185 19,0 24,0 2 1 80
291080 13,900 20 10240 21,0 26,0 4 2 90
291082 22,300 10 5300 23,5 29,5 4 2 100
291084 29,000 10 5400 27,0 34,0 4 2 100




